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Dimensions Unit : mm (inch)

Key Features

1080p 360˚ multi-directional camera
HCM-9020VQ

HCP-9020VQN/P

ViDeo

imaging Device 1/3" 2M CMOS sensor x 4

Total Pixels 1,956(H) x 1,266(V) X 4ea pixels

effective Pixels 1,944(H) x 1,092(V) X 4ea pixels

Scanning System Progressive Scan

min. illumination Color : 0.1Lux (4mm, F2.6) / 0.01Lux (6mm, F2.0)
B/W : 0.01Lux (4mm, F2.6) / 0.01Lux (6mm, F2.0)

S / n ratio 55dB (AGC off, Weight on)

Video out CVBS : 1.0Vpp / 75Ω composite

resolution 1920 x 1080

max, Framerate 30fps @1080p, 30fps@ 720p

lenS TyPe 

Focal length (Zoom ratio) 4mm x 2, 6mm x2

max. aperture ratio F2.6(4mm), F2.0(6mm)

angular Field of  View [4mm] H : 80.20˚ /  V : 43.50˚ / D : 95.24˚
[6mm] H : 51.66˚ /  V : 30.46˚ / D : 60.78˚

min. object Distance 0.5m (1.64ft)

Focus Control Fixed

lens / mount Type Fixed / Board-in type

Pan / TilT / roTaTe

Pan / Tilt / rotate range Tilt : 0°(Center), 20°~ 60°(Side) / Rotate : 355°

oPeraTional

on Screen Display
Multi-language Support(16)
English, Japanese, Spanish, French, Portuguese, Korean, German, Italian, 
Russian, Polish, Czech, Romanian, Serbian, Swedish, Danish, Turkish
 *OSD control via coxial

Camera Title OFF / ON (Displayed 8 characters)

Day & night Auto (ICR) / Color / B/W

Backlight Compensation OFF / HLC / BLC / WDR

Wide Dynamic range 100dB

Digital noise reduction Off / Low / Middle / High

Defog AUTO / MANUAL / OFF

motion Detection OFF / ON (4 ea x 4CH)

Privacy masking OFF / ON (16ea) X 4CH

Gain Control 1 ~ 10

White Balance ATW / AUTO-EX / PRESET / MANUAL

electronic Shutter Speed 1/30(1/25)-1/30,000 sec

Digital Zoom x16

Flip / mirror Off / On

alarm Out 4

remote control interface Coaxial ( Pelco-C ) / RS485 ( 9600bps / Pelco-D )

Protocol Pelco-C  ( Coaxitron ) / Pelco-D  ( RS485 )

Video Transmission Distance 500m(75-5 Coaxial Cable)

enVironmenTal

operating Temperature / 
Humidity

 -30°C ~ +50°C (-4°F ~ +122°F) / Less than 90% RH
* Start up should be done at above -10°C

ingress Protection IP66

Vandal resistance IK10

eleCTriCal

input Voltage/Current 12VDC, 24VAC 

Power Consumption DC12V : 6.7W (MAX_TDN ON)
AC24V : 7.3W (MAX_TDN ON)

meCHaniCal

Color / material Ivory/Metal

Dimension (WxHxD) Ø199 x 89.5mm (Ø7.83" x 3.52")

Weight 2Kg (4.4 lb)

• Full HD(1920x1080, 30fps) resolution
• 0.1Lux@F2.6(Color), 0.01Lux@F2.6(B/W)
• Day & Night(ICR), WDR(100dB)
• Motion detection
• Video transmission distance max. 500m
• Easy installation, RS-485
• IP66, IK10
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* The lastest product information / specification can be found at hanwha-security.com
* Design and specifications are subject to change without notice.

accessories (optional)

SBP-300WMSBP-300WM1SBP-300CMSBP-300LMSBP-201HM

SBP-300NB SBP-300B SBP-300PM SBP-300KM


